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MATER!AL SAFETY DATA SHEET NPCA 1-72

FOR COATINGS, RESINS AND RELATED MATERIALS

(Approved by U.S. Depsriment of Labor “Essentially Similar” to Form OSHA-20)
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Administrative snd Research Center

1700 SOUTH MT. PROSPECT ROAD, DES PLAINES, ILLINOIS 60018

EMERGENCY TELEPHONE 312--2966611

PRODUCT CLASS Polyarcmatic Isocyanate . E MANUFACTURERS CODE IDENTIFICATION
910-702 Integral Fuel Tank Coating
TRADE NAME Activator
e ——e— — — T ———
Section Il — HAZARDOUS INGREDIENTS
INGREDIENT ) PERCENY prae Tw mo/M? LEL m"e‘s’?&e
* _ ; @20°C,mm
Metliyl Ethyl Ketona. o 10 .| 200 | s90 1.8 70 mm
Dlphenylmethane Diisocyanate 45 - 0.02%¢ 0.2 ND <0.01
(MDI) * A .
Polyaromatlc Isocyanate ; . 45 ~-~Not establisheE ND <0.01

CONFIDENTIAL IMFORMATION

*C ﬁf:&@ilﬁiﬂﬂ 15 CuNt IDENTIAL AND
** 5002 P, 18 Tecdimended

REQU&R;D BY LAW. NO OTHER USE OR ND = No pata
DISCLOSURE 1S3 AUTHORIZED, NA' - Not Applic able
Section lll — PHYSICAL DATA
8OILING RANGE 1 76-400°F VAPOR DENSITY HEAVIER, ﬁ LIGHTER, THAN AIR
80-208°C
EVAPORATION RATE D FASTER SLOWER.THAN ETHER  PERCENTVOLATULE, . WEIGHT PER 9.3 1bs.
—— = = |
Section IV — FIRE AND EXPLOSION HAZARD DATA
DOT CATEGORY Flammable FLasHPOINT 22°F (Closed Cup) LtéL See II
-5.5°C

extinauisHing Mepia USe National Fire Protection Association Class B extinguishers
(Carbon dioxide, dry chemical or foam)

UNUSUAL FIRE AND EXPLOSION HAZARDS Keep containers tightly closed. 1Isolate from heat,
electrical equipment, sparks and open flame. Closed containers may explode
when exposed to extreme heat. Do not apply to hot surfaces.

SPECIAL FIRE FIGHTING PROCEDURES Water spray may be ineffective. Water may be used to cool
closed containers to prevent pressure build-up and possible auto ignition or
explosion when exposed to extreme heat. If water is used fog, nozzles are
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Section V — HEALTH HAZARD DATA

ruresvooumitvacve - See II (Not Established for Product)

EFFECTS OF OVEREXPOSURE Inhalation' Anesthetic. Irritation of the resplratory tract
or acute nervous system depression characterized by headache, dlZZlneSS,
staggerlng gait, confusion, unconsciousness or coma. Others as noted in Sec. IX.

Skin or Eve Contact: Primary Irritation. Observe Sec. IX.

EMERGENCYAND FIRSTAIDPROCEDURES  Inhalation: Remove from exposure. Restore breathing.
Keep warm and quiet. Notify a physician. Skin Contact: Wash affected

~areas with water. Remove contaminated clothing. Consult a physician.

Eye Contact: Flush with water for 15 minutes. Consult a physician.

Section Vi — REACTIVITY DATA

. smeiury [ _Junstaste [37] smasie CONDITIONS TO AVOID
INCOMPATABILITY (Materials to avoid)

‘HAZARDOUS DECOMPOSITION PRODUCTS
Products of combustion are hazardous.

HAZARDOUS POLYMERIZATION [ ] mavoccur  [XT] wie NOT OCCUR
CONDITIONS TO AVOID

Section Vil — SPILL OR LEAK PROCEDURES

STEPS TO BE TAKEN IN CASE MATERIAL IS RELE'ASED OR SPILLED Remove all sources of ignition . Avoid
breathing vapors. Ventilate area. Remove with inert absorbent and non-

sparking tools.
WASTEDISPOSALMETHOO  pj gspose in accordance with local, state and federal regulations.

Incinerate in approved facility. Do not incinerate closed containers.
Section VI — SPECIAL PROTECTION INFORMATION

RESPIRATORY PROTECTION  Tn outdoor or open areas use NIOSH approved mechanical filter

respirator.
In restricted ventilation areas use NIOSH approved chemical-nechanical filters.

In confined areas use NIOSH approved air line type respirators or hoods.

ventiation  Where employees may be exposed, provide general dilution or local
exhaust ventilation in volume and pattern to keep TLV of hazardous ingredients
in Section II below recommended (ACGIH) or regulated (OSHA) limit. Where
employees will not be exposed, keep LEL in Section II below 25% of limit.
pROTECTIVE GLOves ___ Recommended; Required

everrotecTion Use safety eyeware designed to protect against splash of liquids.
Prevent prolonged skin contact with contaminated clothing.

Section IX — SPECIAL PRECAUTIONS

PRECAUTIONS TO BE TAKEN IN HANDLING ANDSTORING DO not store above 120°F. Store large quantities
in buildings designed and protected for storage of flammable liquids.

OTHER PROTECTIVE EQUIPMENT

otherprecautions Do not take internally. Containers should be grounded when pour-
ing. Avoid free fall of liquid in excess of a few inches. Do not sand, flame
cut, braze or weld without NIOSH approved respirator or approprlate ventilation.

Observe container precautionary label warnings.

Inhalation of isocyanates can cause allergic sensitization. Symptoms may include
mucous membrane irritation, tightness of chest, irritation if respiratory tract,
coughing, headache, and shortness of breath. Asthma-like attacks may follow.
Observe Section VIII instructions.
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